Precision repeatability (volume variation)
upon customization of pipette of each volume.

[t reaches the highest precision at the preset volume.

Select a model which has volume bigger than, and as close as possible to the volume you intend to customize to.
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Necessary tools to change volume

@Volume Change Tool Kit

@CElectoric Balance

(Prepare a balance with the readability according to the required precision. )
@Pipette tip (compatible to NEXTY pipette)

@Distilled water

@Thermometer, hygrometer, barometer

Fixed volume pipette

Volume Change Tool Kit

http://watsonbiolab.com/products/pipettor/vol-change/vol-change.html / 2001:/ 150
Manufactured and sold by: P / No. recommended volume range
(“FUKAEKASEI co. . NEXTY-F10 TuL~10uL
Something Different. Head Office: 2-2-7 Murotani, Nishi-ku, Kobe NEXTY-F20 2uL~20uL
WATSON 6512241, IAPAN NEXTY-F100 1011 ~100uL
B0 LAB TEL +81-78-991-4477
FAX +81-78-991-4491 NEXTY-F200 20uL ~200uL
E-mail:info@watson.co.jp NEXTY-F1000 | 100uL ~ 1000uL
http://watsonbiolab.com NEXTY-F5000 | 500uL ~ 5000 1L
( )
Kit items
Lock-spanner: 1pce. This Manual
-—
\
—
~— /
Seal: 12pcs.
\§ J




